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CLA SERIES
Common technical specifications for the columns:
- Bandwidth (-6dB): 180 Hz to 18 kHz
- Made of extruded aluminium + aluminium sheets
- Black or white powder coated
- 1 fixing point for safety cables
- 4 fixing points on the rear for a wall mount (optional)
- 2 fixing points M10 (top & bottom)

CLA SERIES

CLA18 
1 x 3” Loudspeaker Column
- 40 W / 8 Ω (preset DSP)
- Directivity (-6dB): 60° V
- Connections: 1 Phoenix
- Dim. H140 x D87,3 x W123,4mm
- Wht: 0.8 kg

CLA85
8 x 2” Loudspeakers Column

- 250 W / 4 Ω (preset DSP)
- Directivity (-6dB): 35° V
- Connections: 1 Phoenix + 1 Spk
- Dim. H497 x D87 x W100 mm
- Wht: 2.5 kg

CLA88
8 x 3” Loudspeakers Column
- 350 W / 8 Ω (preset DSP)

(4 or 16 Ω upon request)
- Directivity (-6dB): 30° V
- Connections: 1 Phoenix + 2 Spk
- Dim. H770 x D87 x W123 mm
- Wht: 4.2 kg

CLA168
16 x 3”Loudspeakers Column
- 700 W / 8 Ω (preset DSP)

(4 or 16 Ω upon request)
- Directivity (-6dB): 30° V
- Connections: 1 Phoenix + 2 Spk
- Dim. H1470 x D87 x W123 mm
- Wht: 8.4 kg
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HO-RI-SR20(B/W)
Black or white fixing
ball for CLA-810

EU-00555
Adjustable black wall mount
for CLA 85 / 88 / 168 

ASSOCIATED BASS CABINETS:
- CLA18 ⇔ MIB08
- CLA85 ⇔ CBA10
- CLA88 ⇔ CBA12
- CLA168 ⇔ CBA12
- CLA810 ⇔ CBA15

EU-01424
Black foot plate diam. 
35 mm for all CLA 

KIT: Black tilt adapter
+ Black adaptation plate

EU-13991
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*For Phoenix versions all
connectors are included.

M20

EU-01480
Adjustable wall mounting
- Wall plate: W105 x H120 mm
- Length: 170 mm
- Max Load: 10 Kg / Wht: 0.8 Kg
- Rotation: 0 - 360° / Tilt: 0 -  90°

EU-01282

M10

M10

CLA810
8 x 4” Loudspeakers Column + compression 1’’
- 500 W / 8 Ω (preset DSP)
- Freq. Response (-3dB): 140 Hz-18 kHz
- Baltic Birch Wood
- Directivity: 120° H x 25° V
- Finished polyurethane painting
- H1090 x D220 x W134 mm / 10 Kg
- Socket for tube diam. 35 mm

FC-2CLA810 (optional)
Flight-case for x2 CLA810 +2 tubes

FC-2CLA810 (29 Kg)

Columns options


