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HORTUS AUDIO
Q5 - MIRAGE SERIES 

Q5
Multipurpose Speaker / Mini Monitor
- Power: 100 W AES / 200 W Program
- Bandwidth (-6dB): 70 Hz to 18 KHz
- Sensitivity @ 1W/1m: 90.8 dB
- Directivity: 120°H x 120°V Conical
- 5'' Full-Range Bass-Reflex loaded vented speaker
- Connections: Phoenix
- Birch Finland 12 mm plywood 
- Varnished plywood or polyurethane paint
- Dimensions: H174 x D220 x W189 mm, 4.2 Kg
- Option: Aluminium wall bracket HO-RI-SR10

Varnished plywood or 
black / white polyurethane paint.
Grill and acoustic fabric on the front.

2 x M6 (top and bottom)
+ 
2 x M6 (rear panel for SR10 Wall
Bracket)
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Q5.1
Multipurpose Speaker / Mini Monitor
- AES power: 120 W / 240 W Program
- Sensitivity @ 1W/1m: 86.7 dB
- Directivity: 120°H x 120°V Conical
- 5.5'' - 8 Ω Bass-Reflex loaded vented speaker
- HF: 1 x 1'' - 8 Ω Neodymium Tweeter
- Connections: Phoenix
- Birch Finland 12 mm Plywood
- Varnished plywood or polyurethane paint
- Dimensions: H174 x P220 x W189 mm, 3.5 Kg
- Rigging: 2 x M6 (top and bottom) + 

2 x M6 (rear side for HO-RI-SR10 wall bracket)
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HORTUS AUDIO 
Q5.1 - MIRAGE SERIES 

HO-RI-SR10 
(white or black)
Aluminium wall bracket
optional.

Varnished plywood or 
black / white polyurethane paint.

Grill and acoustic fabric on the front.
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Finnish birch plywood / Finish 
black or white polyurethane paint 

Wall mounting plate
Spacer for easy
wall mounting

Hanging system 
with quick lock
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HORTUS AUDIO - MIRAGE SERIES 
MIB-8: ASSOCIATED SUBWOOFER 

MIB-8 : Subwoofer, 8" speaker
- AES power: 280 W / 560 W Program

- Passive or active version with integrated DSP in the subwoofer
- Inputs: 2 x XLR; Amplified outputs 2 x Speakon

- And up to 16 satellites



Configuration examples
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The Q5 speakers in combination with the MIB-8 
subwoofer combine power and discretion. 

Other available satellite 
speakers from the Mirage Series.

They fit perfectly in a café, a lounge, a restaurant
or a shop.

MI-15.1

MI-13

MI-12

XLR audio input


