


HORTUS AUDIO - MIRAGE SERIES 
MI-15

MI-15P-08
- MF: 1 x 5'' - 8 Ω
- Bass-Reflex loaded vented speaker
- AES power: 100 W
- Sensitivity @ 1W/1m: 90.8 dB
- Finnish birch plywood 
- Dimensions: Ø250 x 240 mm
- Weight: 4 Kg
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Dimensions (mm)

HO-RI-SR10 

- Mounting: Hanging or optional 
universal aluminium black or white

wall mount HO-RI-SR10
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MI-15.1P-08  
- MF: 1 x 5.5'' - 8 Ω
- HF: 1 x 1'' - 8 Ω Neodymium tweeter
- Bass-Reflex loaded vented speaker
- AES power: 120 W
- Sensitivity @ 1W/1m: 86.7 dB
- Finnish birch plywood 
- Dimensions: Ø250 x 240 mm
- Weight: 5 Kg
- Mounting: Hanging or optional 
universal wall mount HO-RI-SR10

HORTUS AUDIO - 34000 MONTPELLIER - FRANCE / TEL : +33 (0)4 67 27 43 05 / www.hortusaudio.eu / export@hortusaudio.eu

HORTUS AUDIO - MIRAGE SERIES 
MI-15.1
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Dimensions (mm)

HO-RI-SR10 
(black or white)
Aluminium wall bracket
on request.

MIRAGE Series

MI-12

MI-13

MI-15.1


